Background: The construction of a whole-genome physical map has been an essential component of numerous genome projects initiated since the inception of the Human Genome Project. Its usefulness has been proved for whole-genome shotgun projects as a post-assembly validation and recently it has also been used in the assembly step to constrain on BACs positions. Fingerprinting is usually the method of choice for construction of physical maps. A clone fingerprint is composed of true peaks representing real fragments and background peaks, mainly composed of E. coli genomic DNA, partial digestions, star activity by-products, and machine background. Highthroughput fingerprinting leads to the production of thousands of BAC clone fingerprints per day. That is why background peaks removal has become an important issue and needs to be automatized, especially in capillary electrophoresis based fingerprints.
Background
The construction of a whole-genome physical map [1] [2] [3] [4] [5] [6] has been an essential component of numerous genome projects initiated since the inception of the Human Genome Project [7] . Its usefulness has been proved for whole-genome shotgun projects as a post-assembly validation and recently it has also been used in the assembly step to constrain on BACs positions [8] .
High-throughput fingerprinting can produce thousands of BAC clone fingerprints per day. Hence automatic editing of corresponding files can be extremely useful.
From now on the description of the process will be based on fingerprints produced on Applied Biosystems Instruments (ABI) automated DNA sequencers, but the method can be applied to any kind of fingerprint as
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Fingerprint data is stored in electrochromatograms, i.e. fsa files, output by GeneMapper, ABI sequencer software. Each peak represents a fragment with a certain size and intensity ( fig. 1 ) and it can derive from different sources (see Additional file 1 for details and examples):
• "true peak" derived from a DNA insert digested band;
• low signal peak produced by the machine;
• partial digestion related peak;
• star activity by-product, see [9] ; • E. coli genomic DNA band;
• vector band;
• out of size standard range band (with unreliable sizing);
• wide area peak (unreliable, resulting from comigrating fragments).
Last three kinds of peaks can be removed in a preprocessing step. While, low signal peaks produced by the machine, partial digestion related peaks, star activity by-products, and E. coli genomic DNA bands can be considered as background signal that needs to be subsequently removed to allow a correct assembly by FPC [10, 11] , nowadays the only physical map assembler. The vast majority of background peaks is usually related to E. coli genomic DNA bands; they tend to exhibit a lower signal than true peaks and therefore they can be removed by computing a threshold below which data needs to be rejected (including low signal peaks produced by the machine). Partial digestion related peaks and star activity by-products tend to produce similar patterns with intermediate signal peaks that, again, can be removed with the use of a threshold on intensity of the signal.
Implementation
2.1 Data ABI-produced electrochromatograms basically code for "Dye-Sample Peak" (dye and fragment number), "Sample File Name" (clone name), "Size" (fragment length), "Height" (peak intensity), and "Area" (peak's area).
The approach of FPB to remove background includes a preprocessing step where fragments out of size standard range, vector bands, and wide area peaks are removed. Then, to achieve the final goal of a correct map assembly, FPB follows the following principle:
Safety principle
It is better to exclude a few true peaks than to include lots of background.
Such a principle sacrifices sensitivity in favor of specificity for two reasons: first, low sensitivity is counter-balanced by the level of physical coverage needed for a successful physical map, second, high specificity is needed for a correct assembly (remember the example above on vector bands).
The major bottleneck in fingerprinting background removal is represented by BAC-DNA quality: from clone to clone the number of distinguishable true peaks can vary highly. In general, the intensity of true peaks is much higher than that of background peaks, consequently our task may be reduced to the determination of a threshold below which peaks can be rejected. Unfortunately, for a number of different reasons, lots of scenarios can arise:
• clear fingerprints with an evident gap between true and background peaks where to put the threshold, fig. 2 (a);
• fingerprints with some low signal true peaks, with no evident gap, fig. 2(b) . In this case it is reasonable to Figure 1 Example of an electrochromatogram. x and y axes represent, respectively, fragment size and peak intensity. Background is composed of low signal peaks (in this example with intensity lower than 500).
remove most, if not all, of the background peaks preserving the most reliable true peaks only, in accordance with the safety principle;
• fingerprints with high signal background peaks, fig. 2 (c), very low signal true peaks, fig. 2(d At present most of physical mapping projects use fluorescent digestion with SNaPshot method [12] obtaining fragments with four possible dyes and the size standard internal marker. Obviously, the process of background removal has to be iterated for each different dye. FPB has directly been tested on ABI 3730 Genetic Analyzer data exported by Genemapper to tabulated text files from original fsa files. Nevertheless, the method can be applied to different kind of processes, e.g. single dye on agarose gel fingerprints, as long as similar input is provided.
State of the art and novel method
A few solutions to the problem of removing background from fingerprints have already been proposed. In particular, the first tool used for agarose-gel based fingerprints was Image [13] , suitable for small projects since high human interaction is required for true bands determination. A more automated alternative to work on agarose-gel based fingerprints has recently been developed [14] . Unfortunately, such fingerprints suffer of a deep problem: the inaccuracy of bands sizing, i.e. a single band can be sized even a few bp apart from its real value. In truth, also capillary electrophoresis based fingerprints slightly suffer of inaccurate band sizing but in a consistent way.
At the moment, the only tools available to remove background from capillary electrophoresis based fingerprints are GenoProfiler [15, 16] and its descendant FPMiner [17] . Unfortunately, the algorithm used in the main background removal step requires a fine tuning by the user of empirically determined parameters (see first method below for details); such a task becomes very hard when analyzing thousands of capillary electrophoresis based fingerprints that may be highly variable in signal intensity.
A similar context in which background removal was successfully applied to is "component detection in liquid chromatography/mass spectrometry" [18, 19] . In this case, the use of standard background techniques was of limited success [19] . But in [18] the authors propose to use, not only the true signal, but also the background signal to discriminate between the two signals, and they also propose to refine such discrimination in a step-wise manner.
Next, the description of three methods to remove background after the preprocessing step are presented. The first method is the one used in GenoProfiler, while the second and the third approaches exploit similar ideas as in [18] to refine the discrimination of the two signals.
First method
The first method, initially implemented in the lab of DuPont Crop Genetics Research and then coded into GenoProfiler [16] relies on the assumption that the threshold is linearly related to the intensity of few true peaks. After sorting all peaks of a dye of a clone in descending order by height, the problem of determining the corresponding threshold can be converted to finding the index of the lowest putative true peak or, if an overlap of true and background peaks occur, finding an index k such that the set of the k highest peaks contains as many true peaks as possible and as few background peaks as possible. In practice, the first method considers only a few putative true peaks, let us say from the i-th to the j-th (first i-1 peaks are not taken into account since they can be considered artifacts or not reliable data, e.g. dye blobs), computes the average of their heights to establish, to a certain extent, how high is the signal of true peaks, and multiplies such a value by a constant factor, e.g. 0.35, previously empirically determined library per library, dye per dye (if fluorescence was used); the value obtained is considered the threshold. This is done for each dye of each clone. At this point, apart from the first i-1, only peaks above the threshold are considered true ones. Obviously this approach is quite limited: first of all the determination of constants of multiplication has to be done empirically for each dye and for each library and it relies on the assumption that the signal is highly consistent among different clones in a library. Then, to compute the mean value, it relies only on few peaks without caring of data variability.
GenoProfiler codes for another method to remove background, based on the frequency of peak heights; unfortunately, such a method does not have general applicability: cases as that in fig. 2 (c) cannot be solved correctly (we also tried to approximate the distribution of peak heights with curves but with limited success because data variability present in the different scenarios does not respect a fixed distribution; in particular lowest peaks of background are highly abundant and their distribution could be approximated with a gaussian curve while the distribution of higher background peaks could not be distinguished from that of true peaks; an example of unsuccessful application of such a method is directly given by the black line in fig. 1 of the GenoProfiler paper [16] ).
Hence the large variation in the quality of fingerprints that is usually present in large fingerprinting projects represents a major difficulty in the correct removal of background peaks that has only been partially addressed by the methods so far adopted that all require a long manual optimization of parameters.
Second method A few definitions are introduced to help the reader in understanding this method.
Definition. high limit (hl), is a value above which peaks are considered to be real one (apart from artifacts).
Definition. high average (ha), is the average value of peak heights greater than hl (apart from artifacts).
Definition. low limit (ll), is a value below which peaks are considered to be background.
Definition. low average (la), is the average value of peak heights lower than ll.
The second method considers more peaks. It still sorts all peaks of a dye of a clone in descending order by height, then it computes ha and la based respectively on given hl and ll. hl usually corresponds to the height of the j-th peak of the first method while ll corresponds to a height below which it can be assured there are no true peaks, e. g. if each dye is supposed to have at most n true peaks then ll can be assumed to be the height of the (n+1)-st peak. Comparing the two values obtained for ha and la and aware of the safety principle, it is possible to forecast a model for true and background peaks: smaller is the ratio of ha and la, closer to hl must be the threshold. A graphical representation of this method is presented in fig. 3 . In the case n peaks are not available then ll is set to the height of the 5-th lowest peak, considering the last 5 peaks background. In general, if the ratio between ha and la is low, as in fig. 2(e) , then the clone is rejected.
A big problem of this approach stands in the difficulty of finding a good function to convert a ratio to a threshold. Moreover, another problem is the consideration of only few peaks on the true side, i.e. not enough data is Red and blue dots are, respectively, above and below hl and ll (marked by a black line). Herein the first two peaks are considered artifacts and are ignored in the computation of ha. Furthermore, only five peaks are used to determine initial ha (red line) and peaks below the 60-th are supposed to be background and used to compute la (blue line). Notice the variety of cases according to the ratio between ha and la. The green line represents a tentative threshold based on the ratio between ha and la. considered to determine a reliable high average and consequently the threshold cannot be accurate.
Third method
Herein the second approach is iterated to consider as many peaks as possible. At each iteration, possibly, more high and low signal peaks are considered and a new ratio is computed. Again, a low number of true peaks is initially considered and at later iterations, if more true peaks are available, it is increased. Before giving the details of the final algorithm, two more definitions are introduced.
Definition. initial gap (ig), is the difference between ha and la as they are computed in the second method. ig = ha 1 -la 1 , where indexes represent the current iteration.
Definition. At the i-th iterative step, displacement is a portion of the difference between hl i and ll i , the difference between ha i and la i , and the initial gap. It is used to decrease hl i and partially to increase ll i at each iteration (background tends to vary less than true peaks) to allow the computation of hl i+1 and ll i+1 , next limits true and background peaks.
In the implementation of FPB the following formulas are used: , , suitable for a fast convergence of the iterative process and reliable enough on splitting correctly true and background data at each iteration (data not shown, based on empirical tests). The iteration stops when a gap is reached (no more peaks are available) or when the two limits meet. In both cases, the threshold is set to the value of hl after the last iteration. It has to be noticed that the 20%ig contribute of the displacement constrains the maximum number of loop iterations to be five.
Implementation
We developed FPB, FingerPrint Background removal, a Perl script with a Perl/Tk GUI, which codes for the third method. The program also converts data to suit FPC input format. The use of GeneMapper exported tables provides accurate peak sizing. The program is freely available at http://www.appliedgenomics.org/tools.php along with some additional scripts to visualize data on a Linux platform.
Results and Discussion
FPB can work with any fragment length and on exported tables from both agarose-gel and capillary electrophoresis projects. Moreover, the program does not need long and manual curations to detect optimized parameters, as stated by the authors of the maize HICF map which relied only on the DuPont method to remove background: "after considerable experimentation with parameters" they were able to automatically define thresholds [20] .
It has also been tested on a set of random clones from the grapevine physical map project giving the results reported in 
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Additional material

Additional file 1
Particular cases of peaks to be removed. Partially digested fragments, star activity by-products, "machine" background, and E. coli peaks present particular features and need to be removed accordingly. 
